JACKSON COUNTY GEODETIC CONTROL
STATION: WBO033

MOBILE DESCRIPTION:
HOME -
& \\ BRASS DISK SET IN CONCRETE RECESSED

APPROXIMATELY 0.5 FEET BELOW GROUND. POINT
IS LOCATED IN THE RIGHT OF WAY ON THE SOUTH
SIDE OF DAVIS ROAD, O.1 MILE WEST OF ITS
INTERSECTION WITH AZALEA DRIVE AND
APPROXIMATELY 2 MILES SOUTH OF THE CITY OF
JEFFERSON, POINT IS 14 FEET SOUTH OF THE
EDGE OF FAVEMENT, 190 FEET WEST OF A
TELEPHONE BOX AND 56 FEET EAST OF A
CONCRETE DRIVE TO HOUSE #721,

HORIZONTAL CONTROL VERTICAL CONTROL

GEORGIA STATE PLANE COORDINATE SYSTEM NAVD 88/ GEOID 03

WEST ZONE, NAD 83, NSRS 2007 ORTHOMETRIC ELEVATION: 779.19 FEET
ELLIPSOID HEIGHT: 682.44 FEET
GEOID SEPARATION:  —96.75 FEET

NORTHING (U.S. SURVEY FEET): 1486968.77
EASTING (U.S. SURVEY FEET): 2484821.71
SCALE FACTOR: 0.99990792
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